KB ELECTRONICS, INC.12095 N.W. 39th Street, Coral Springs, Florida 33065-2516
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- Fax: (954) 346-3377

“The Right Contro/
for Your Application”

KBMC and DATA SHEET D-157
KBMS Variable Speed Solid State AC Motor Controls

KBMS Series Cased KBMC Séfies Uncased KBMC Series Cased
1.6 & 3.0 Amps 3.0 Amps 2.58& 4.0 Amps
120 V & 240 VAC, 50/60 Hz 120 V & 240 VAC, 50/60 Hz 120 V & 240 VAC, 50/60 Hz




TECHNICAL DATA D-157

VOLTAGE CURRENT
MODEL (VAC50/60 Hz) | (RMS AMPS)

KBMC-13BV 120 25"

KBMC-14BV 120 4.0

KBMC-23BV 240 2.5*

KBMS-11BV 120 1.6

KBMS-13BV 120 3.0

KBMS-23BV 240 3.0 Lever-Trol”
New Lever-Trol safety feature
for ceiling fans. Full control

range with 120° shaft rotation
allows use of lever type knob. Fingers are
away from fan blades during control adjust-
ment. Available on all KBMC and KBMS
models.

Suffix
Identification Description ' Notes

Adds Enclosure, Flame Retardant ABS | All KBMS models and model KBMC-14B are always
supplied with ABS enclosures

Adds Minimum Speed Trimpot A fixed resistor is used on all models that do not
contain the minimum speed trimpot

Adds Kit for Wall Box Mounting Mounting Kit contains Dial Plate, Mounting Strap,
Knob, Mtg. Hardware, Instructions and Individual

Packaging

Adds Lever-Trol™ Lever-Trol feature restricts potentiometer rotation to
120° so that a lever type knob can be utilized

Deletes On/Off Line Switch When On/Off switch is not supplied the standard con-
trol output is from ‘‘Low to High’

Deletes RFI Filter Caution must be exercised when eliminating RF filter
(see application notes)

Adds Built-in Fuse Built-in fuse is available on KBMC models only. Fuse
rating and type must be specified.

Adds Auxiliary 3rd Lead Total current of motor load and auxiliary load must
not exceed 4.0 amps.

Reverses Control Output Vs. (See general information on Potentiometer Rotation)
Pot. Rotation




TECHNICAL DATA D-157

MIN. SPEED
ADJUST.




TECHNICAL DATA D-157

Other Variable Speed Solid State
AC Motor Controls

* DESIGNED FOR 2" x 4" ELECTRICAL WALL BOX INSTALLATION e

NEW FROM KB

The KBMS-13 has been pack-
aged into a compact plug-in con-
trol with no wires to connect.
Just plug your fan into the
' i S convenient DIAL-A-TEMP
— receptacle. Then plug DIAL-A-
25,3.0,4.0,50& TEMP into a standard 120 volt

6.0 AMP. MODELS 8.0 & 10.0 AMP. MODELS 10.0, 12.0 & 15.0 AMP. MODELS | outlet.
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